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Nat’l Highway Traffic Safety Admin., DOT § 571.119 

[56 FR 15294, Apr. 16, 1991, as amended at 57 
FR 23963, June 5, 1992; 57 FR 28012, June 23, 
1992; 58 FR 16785, Mar. 31, 1993; 60 FR 13644, 
Mar. 14, 1995; 69 FR 55531, 55544, Sept. 15, 2004; 
71 FR 18683, Apr. 12, 2006; 71 FR 25285, Apr. 28, 
2006] 

§ 571.119 Standard No. 119; New pneu-
matic tires for vehicles other than 
passenger cars. 

S1. Scope. This standard establishes 
performance and marking require-
ments for tires for use on multipurpose 
passenger vehicles, trucks, buses, trail-
ers, and motorcycles. 

S2. Purpose. The purpose of this 
standard is to provide safe operational 
performance levels for tires used on 
motor vehicles other than passenger 
cars, and to place sufficient informa-
tion on the tires to permit their proper 
selection and use. 

S3. Application. This standard applies 
to new pneumatic tires designed for 
highway use on multipurpose passenger 
vehicles, trucks, buses, trailers, and 
motorcycles manufactured after 1948. 

S4. Definitions. All terms defined in 
the Act and the rules and standards 
issued under its authority are used as 
defined therein. 

Light truck tire means a tire des-
ignated by its manuafacturer as pri-
marily intended for use on lightweight 
trucks or multipurpose passenger vehi-
cles. 

Model rim assembly means a test de-
vice that (a) includes a rim which con-
forms to the published dimensions of a 
commercially available rim, (b) in-
cludes an air valve assembly when used 
for testing tubeless tires or an 
innertube and flap (as required) when 
used for testing tubetype tires, and (c) 
undergoes no permanent rim deforma-
tion and allows no loss of air through 
the portion that it comprises of the 
tire-rim pressure chamber when a tire 
is properly mounted on the assembly 
and subjected to the requirements of 
this standard. 

S5. Tire and rim matching information. 
S5.1 Each manufacturer of tires 

shall ensure that a listing of the rims 
that may be used with each tire that 
he produces is provided to the public. 
For purposes of this section each rim 
listing shall include dimensional speci-
fications and a diagram of the rim. 
However a listing compiled in accord-

ance with paragraph (a) of this section 
need not include dimensional specifica-
tions or a diagram of a rim if the rim’s 
dimensional specifications and diagram 
are contained in each listing published 
in accordance with paragraph (b) of 
this standard. The listing shall be in 
one of the following forms: 

(a) Listed by manufacturer name or 
brand name in a document furnished to 
dealers of the manufacturer’s tires, to 
any person upon request, and in dupli-
cate to: Docket Section, National 
Highway Traffic Safety Administra-
tion, 400 Seventh Street SW., Wash-
ington, DC 20590; or 

(b) Contained in publications, current 
at the date of manufacture of the tire 
or any later date, of at least one of the 
following organizations: 

The Tire and Rim Association 
The European Tyre and Rim Technical 

Organisation 
Japan Automobile Tire Manufacturers’ Asso-

ciation, Inc. 
Deutsche Industrie Norm 
British Standards Institution 
Scandinavian Tire and Rim Organization 
The Tyre and Rim Association of Australia 

S5.2 Information contained in a pub-
lication specified in S5.1(b) which lists 
general categories of tires and rims by 
size designation, type of construction, 
and/or intended use, shall be considered 
to be manufacturer’s information pur-
suant to S5.1 for the listed tires, unless 
the publication itself or specific infor-
mation provided according to S5.1(a) 
indicates otherwise. 

S6. Requirements. Each tire shall be 
capable of meeting any of the applica-
ble requirements set forth below, when 
mounted on a model rim assembly cor-
responding to any rim designated by 
the tire manufacturer for use with the 
tire in accordance with S5. However, a 
particular tire need not meet further 
requirements after having been sub-
jected to and met the endurance test 
(S6.1), strength test (S6.2), or high 
speed performance test (S6.3). 

S6.1 Endurance. 
S6.1.1 Prior to testing in accordance 

with the procedures of S7.2, a tire shall 
exhibit no visual evidence of tread, 
sidewall, ply, cord, innerliner, or bead 
separation, chunking, broken cords, 
cracking, or open splices. 
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